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Atilla Features


Features, short form

(
True Dual Mono configuration

(
Zero negative feedback

(
Microprocessor-controlled 50-step relay volume attenuator for best sonic performance

(
Ultra-short signal path

(
Minimal internal wiring

(
Military spec. double-sided up to 70my copper printed circuit boards

(
Dual Mono Holmgren toroidal transformer

(
PCB-mounted sockets eliminate wiring and shorten signal path

(
Gold-plated Swiss Neutric XLR sockets for one balanced source

(
Gold-plated phono sockets with Teflon insulation for 4 inputs and one output

(
Fixed-level AV throughput for uncompromising integration with surround preamplifier

(
Vacuum Fluorescent Display with 2 lines and 50 characters

(
Adjustable display lighting (High, Medium, Low, Off)

(
Future available optional MM/MC phonostage module

(
Flash memory upgrades via PC

(
Non-invasive protection system

(
Infrared remote control

(
EU CE approval

(
Designed and built in Denmark

Specifications

(
2 x 100W @ 8(, 2 x 200W @ 4(
(
Output impedance: 0,027(
(
Bandwidth (-3dB): 0,1Hz to 250KHz

(
Power Supply Capacity: 2 x 60.000uF

(
Gain: +38dB

(
Input Impedance, balanced (20-20000Hz): 20K(
(
Input Impedance, single ended (20-20000Hz): 8K(
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